
access mini pendants



PORT NINE
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63140LEDD-BS/CLR 
Brushed Steel Finish 
Clear Glass

63140LEDD-ABB/CLR 
Antique Brushed Brass Finish 
Clear Glass 63140LEDD-MBL/CLR 

Martini Glass LED Pendant 
Matte Black Finish 

Clear Glass 
8’’DIA. x 8.5’’H 

1 x 9 W SSL Dedicated LED (Included) 
506 Delivered Lumens 
3000K, 90 CRI, 120v 

Dimmable 
Damp Location 

ETL (US/Canada) Listed 
Energy Efficient, JA8-2016/Title 24

10 Feet of Cord Included

PORT NINE
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63141LEDD-MBL/CLR 
Matte Black Finish

Clear Glass

63141LEDD-ABB/CLR 
Antique Brushed Brass Finish

Clear Glass63141LEDD-BS/CLR 
Chardonnary Glass LED Pendant 
Brushed Steel Finish 
Clear Glass 
9’’DIA. x 9.25’’H 
1 x 9 W SSL Dedicated LED (Included) 
506 Delivered Lumens 
3000K, 90 CRI, 120v
Dimmable 
Damp Location 
ETL (US/Canada) Listed 
Energy Efficient, JA8-2016/Title 24
10 Feet of Cord Included

PORT NINE

PORT NINE

63142LEDD-BS/CLR 
Brushed Steel Finish

Clear Glass

63142LEDD-ABB/CLR 
Antique Brushed Brass Finish

Clear Glass63142LEDD-MBL/CLR 
Burgundy Glass LED Pendant 
Matte Black Finish 
Clear Glass 
7.5’’DIA. x 9.25’’H 
1 x 9 W SSL Dedicated LED (Included) 
506 Delivered Lumens 
3000K, 90 CRI, 120v
Dimmable 
Damp Location 
ETL (US/Canada) Listed 
Energy Efficient, JA8-2016/Title 24
10 Feet of Cord Included
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63141LEDD-BS/SDG 
Brushed Steel Finish 
Seeded Glass

63141LEDD-ABB/SDG 
Antique Brushed Brass Finish
Seeded Glass 63141LEDD-MBL/SDG 

Chardonnary Glass LED Pendant 
Matte Black Finish 

Seeded Glass 
9’’DIA. x 9.25’’H 

1 x 9 W SSL Dedicated LED (Included) 
506 Delivered Lumens 
3000K, 90 CRI, 120v

Dimmable 
Damp Location 

ETL (US/Canada) Listed 
Energy Efficient, JA8-2016/Title 24

10 Feet of Cord Included

PORT NINE

PORT NINE

63142LEDD-BS/SDG 
Brushed Steel Finish 
Seeded Glass

63142LEDD-ABB/SDG 
Antique Brushed Brass Finish
Seeded Glass 63142LEDD-MBL/SDG 

Burgundy Glass LED Pendant 
Matte Black Finish 

Seeded Glass 
7.5’’DIA. x 9.5’’H 

1 x 9 W SSL Dedicated LED (Included) 
506 Delivered Lumens 
3000K, 90 CRI, 120v

Dimmable 
Damp Location 

ETL (US/Canada) Listed 
Energy Efficient, JA8-2016/Title 24

10 Feet of Cord Included
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63140LEDD-BS/SDG 
Brushed Steel Finish

Seeded Glass

63140LEDD-MBL/SDG 
Matte Black Finish

Seeded Glass

63140LEDD-ABB/SDG 
Martini Glass LED Pendant 
Antique Brushed Brass Finish 
Seeded Glass 
8’’DIA. x 8.5’’H 
1 x 9 W SSL Dedicated LED (Included) 
506 Delivered Lumens 
3000K, 90 CRI, 120v 
Dimmable 
Damp Location 
ETL (US/Canada) Listed 
Energy Efficient, JA8-2016/Title 24
10 Feet of Cord Included

PORT NINE
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12”

9”

5”

1”

15-130”
Max

Adjustable

52057LEDDLP-BL/WGN 

1 Light Cord Pendant 
Black with Wood Grain 

12”Dia. x 9”H x 15”-130”O.A.H. 
1 x 10 W  E-26 LED (Included) 

800 Delivered Lumens 
3000K, 90 CRI, 120v 

Dimmable 
Dry Location 

UL (US/Canada) Listed 
Energy Efficient, JA8-2016/Title 24, Title 20

52057LEDDLP-WH/WGN 
White with Wood Grain

BLEND

28 www.accesslighting.comjoekrauslighting 301-537-5808         joe@joekrauslighting.com www.joekrauslighting.com



4.75” 1”

14.75-131”
Max

Adjustable

8.75”

12.75”

4.75” 1”

13.5-130”
Max

Adjustable

7.5”

10.75”

52055LEDDLP-WGN 

1 Light Pendant 
Wood Grain 
10.75”Dia. x 7.5”H x 13.5”-130”O.A.H. 
1 x 10 W  E-26 LED (Included) 
800 Delivered Lumens 
3000K, 90 CRI, 120v 
Dimmable 
Dry Location 
UL (US/Canada) Listed 
Energy Efficient, JA8-2016/Title 24, Title 20

52056LEDDLP-WGN 

1 Light Pendant 
Wood Grain 
12.75”Dia. x 8.75”H x 14.75’-131”O.A.H. 
1 x 10 W  E-26 LED (Included) 
800 Nom. Lumens 
3000K, 90 CRI, 120v 
Dimmable 
Dry Location 
UL (US/Canada) Listed 
Energy Efficient, JA8-2016/Title 24, Title 20

TIMBER
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16.75-133”
Max

Adjustable

2”

10.75”

1”

52095LEDD-BS/CLR 

LED Cord Pendant 
Brushed Steel 

Clear Textured Glass 
2”Dia. x 10.75”H x 16.75”-133”O.A.H. 

1 x 12 W  SSL Integrated 
474 Delivered Lumens 
3000K, 85 CRI, 120v 

Dimmable 
Damp Location 

ETL (US/Canada) Listed 
Energy Efficient

SHIMMER
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23425-ALU/OPL

Raw aluminum strips encasing a cylindrical glass shade, immediately communicate an authentic, contemporary aura. 
HELIX spans two worlds with both residential and commercial potential. Permeate the scene with a contemporary 
influence beside a bed, over a counter, on a stairwell, or simply over a nook table. HELIX, contemporary to the core.

HELIX

Helix Pendant

Finish: ALU Glass: OPL
Included: Spiral Lamp, 10 feet of 
clear cord

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

23425-ALU/OPL 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm 12”(H); 128”(oah); 10.75”(dia)
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Pg 64

Layers Pendant
Finish: WH/CH WH/GLD 
WH/WH

Glass: --
Included: SSL Boards,10 feet of cord 
and cable

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

50903LEDD-__/__ 1lt x 15 W SSL 90 CRI LED 3000k 1515lm 10”(H); 12-123”(oah); 11”(dia)

50904LEDD-__/__ 1lt x 15 W SSL 90 CRI LED 3000k 1515lm 13”(H); 12-123”(oah); 14”(dia)

50903LEDD-WH/GLD

50904LEDD-WH/GLD

50903LEDD-WH/CH

50903LEDD-WH/WH

50904LEDD-WH/CH

50904LEDD-WH/WH
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Available with or without an inner glass shade CHUKI’S attraction lies in the contrast between the metal spokes 
on the outer shade and the smoother inner shade or bulb. The timeless elements of CHUKI make this transitional 
piece adaptable to multiple applications.

CHUKI
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23436-WH/OPL

23437-BRZ/OPL

23435-BRZ/OPL

Chuki Metal Ribbed Pendant with Opal Glass Shade

Finish: BRZ WH Glass: OPL Included: 10 feet of cord Certifications: Dry/Damp, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

23435-__/OPL 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm 18.5”(H); 140”(oah); 15”(dia)

23436-__/OPL 1lt x 75 W E-26 A-19 Incandescent 2700k 1100lm 14.5”(H); 135”(oah); 11.5”(dia)

23437-__/OPL 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 11”(H); 130”(oah); 8”(dia)
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62341LEDDLP-MSS/SMAMB

62342LEDDLP-MSS/SMAMB

62340LEDD-MSS/SMAMB

Pg 40

D’or Dimmable Pendants

Finish: MSS Glass: SMAMB
Included: All Lamps, 10 feet of 
clear coated cord

Certifications: Damp, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

62340LEDD-MSS/SMAMB 1lt x 9 W E-26 80 CRI LED 3000k 800lm 8.5”(H); 129”(oah); 7.8”(dia)

62341LEDDLP-MSS/SMAMB 3lt x 9 W E-26 80 CRI LED 3000k 2400lm 8.5”(H); 129”(oah); 14.25”(dia)

62342LEDDLP-MSS/SMAMB 5lt x 9 W E-26 80 CRI LED 3000k 4000lm 8.5”(H); 129”(oah); 20.50”(dia)
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Pg 87

52076-CH/CLR

52077-CH/CLR

52078-CH/CLR

Aeria Metal Foil Pendants, Encapsulated in Clear Glass

Finish: CH Glass: CLR
Included: All Lamps,10 feet of co-axial 
cord

Certifications: Dry/Damp, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

52076-CH/CLR 5lt x 20 W G4 Bi-Pin HGN 12V Halogen 2900k 1500lm 4”(H); 115”(oah); 14”(dia)

52077-CH/CLR 7lt x 20 W G4 Bi-Pin HGN 12V Halogen 2900k 2100lm 4”(H); 115”(oah); 12”(dia)

52078-CH/CLR 1lt x 20 W G4 Bi-Pin HGN 12V Halogen 2900k 300lm 4”(H); 115”(oah); 4”(dia)
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Pg 83

52116-CH/MIR

52117-CH/MIR

52118-CH/MIR

Glam Mirror Glass with Crystal Pendants

Finish: CH Glass: MIR
Included: All Lamps,10 feet of 
cord; 6, 16, and 22-inch down 
rods

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

52116-CH/MIR 1lt x 48 W G9 G9 Xenon 2900k 740lm 4.75”(H); 123”(oah); 5”(dia)

52116LEDDLP-CH/MIR 1lt x 4.5 W G9 80 CRI LED 3000k 450lm 4.75”(H); 123”(oah); 5”(dia)

52117-CH/MIR 3lt x 48 W G9 G9 Xenon 2900k 2220lm 4.75”(H); 123”(oah); 10”(dia)

52117LEDDLP-CH/MIR 3lt x 4.5 W G9 80 CRI LED 3000k 1350lm 4.75”(H); 123”(oah); 10”(dia)

52118-CH/MIR 5lt x 48 W G9 G9 Xenon 2900k 3700lm 4.75”(H); 123”(oah); 14”(dia)

52118LEDDLP-CH/MIR 5lt x 4.5 W G9 80 CRI LED 3000k 2250lm 4.75”(H); 123”(oah); 14”(dia)
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An extraordinary mirrored copper glass shade that defines ambiance and style. Like a living, 
breathing entity, GLOW emits a warmth that is almost palpable. An Edison bulb paired with 
the sleek contemporary texture and shape of GLOW, fashions a thought-provoking luminaire 
that will attract the most discerning buyer.

GLOW
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28102-BCP/CP

28101-BCP/CP

Glow Dimmable Pendants

Finish: BCP Glass: CP
Included: A-19 LED Lamp,
10 feet of cord

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

28101-BCP/CP 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 10”(H); 15-130”(oah); 10”(dia)

28101LEDDLP-BCP/CP 1lt x 10 W E-26 90 CRI LED 3000k 800lm 10”(H); 15-130”(oah); 10”(dia)

28102-BCP/CP 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm 12”(H); 17-132”(oah); 12”(dia)

28102LEDDLP-BCP/CP 1lt x 10 W E-26 90 CRI LED 3000k 800lm 12”(H); 15-130”(oah); 12”(dia)

T24
COMPLIANT

T24
COMPLIANT
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CALLISTO’S paper thin glass and distinctive shaped, line glass, bring to mind visions of the traditional Japanese lantern. 
To further add to the Zen like qualities of this simple, subtle pendant is the crisp white, unadorned finish on the glass shade. 

CALLISTO
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50181-BS/OPL

50180-BS/OPL

Callisto Ribbed OPL Glass Pendant

Finish: BS Glass: OPL
Included: A-19 LED Lamp,
10 feet of clear cord

Certifications: Damp, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

50180-BS/OPL 2lt x 60 W E-26 A-19 Incandescent 2700k 1600lm 11.8”(H); 133”(oah); 15”(dia)

50180LEDDLP-BS/OPL 2lt x 10 W E-26 90 CRI LED 3000k 1600lm 11.8”(H); 133”(oah); 15”(dia)

50181-BS/OPL 3lt x 60 W E-26 A-19 Incandescent 2700k 2400lm 12.8”(H); 134”(oah); 18”(dia)

50181LEDDLP-BS/OPL 3lt x 10 W E-26 90 CRI LED 3000k 2400lm 12.8”(H); 134”(oah); 18”(dia)

T24
COMPLIANT

T24
COMPLIANT
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DecoBall Ball Pendant

Finish: BS Glass: --
Included: A-19 LED Lamp, 6, 16, 
and 22-inch down rods; 10 feet of 
cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

23636-BS 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 8”(H); 52”(oah)

23636LEDDLP-BS 1lt x 10 W E-26 90 CRI LED 3000k 800lm 8”(H); 52”(oah) T24
COMPLIANT
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23950-BS/OPL

23951-BS/OPL

23952-BS/OPL

Nitrogen Ball Pendants

Finish: BS Glass: OPL
Included: Spiral Lamp, 6, 16, and 
22-inch down rods; 10 feet of cord; 
Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

23950-BS/OPL 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 8”(H); 53”(oah); 9”(dia)

C23950BSOPLEN1118BS 1lt x 18 W GU-24 Spiral Fluorescent 2700k 1250lm 8”(H); 53”(oah); 9”(dia)

23951-BS/OPL 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm 10.5”(H); 55”(oah); 11.5”(dia)

C23951BSOPLEN1118BS 1lt x 18 W GU-24 Spiral Fluorescent 2700k 1250lm 10.5”(H); 55”(oah); 11.5”(dia)

23952-BS/OPL 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm 12”(H); 57”(oah); 14”(dia)

C23952BSOPLEN1118BS 1lt x 18 W GU-24 Spiral Fluorescent 2700k 1250lm 12”(H); 57”(oah); 14”(dia)
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NOSTALGIA 
Iconic, Nostalgic, Classic – these are the cornerstone of the NOSTALGIA collection. 
Available in flat or shiny black, an inner gold or white finish fashions a completely 
different expression. Three classic shapes are available in this collection.
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23777-MBL/MGL

23777- SBL/WH 

23777- SBL/WH

Nostalgia Pendant

Finish: MBL SBL Glass: MGL WHT Included: 10 feet of black cord Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

23777-__/__ 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 11”(H); 132”(oah); 13.8”(dia)
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23776-SBL/WHT

23776-SBL/WHT

23776-MBL/MGL

Nostalgia Pendant

Finish: MBL SBL Glass: MGL WHT Included: 10 feet of black cord Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

23776-__/__ 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 12”(H); 133”(oah); 12”(dia)
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23778-SBL/WH

23778-MBL/MGL

23778-MBL/MGL

Nostalgia Pendant

Finish: MBL SBL Glass: MGL WHT Included: 10 feet of black cord Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

23778-__/__ 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 10.5”(H); 131”(oah); 10”(dia)
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Copper, dubbed an essential element for both one’s health and a myriad of domestic, industrial 
and high tech applications, is back on the scene. Whether brushed or full gloss, the allure of  
copper is irrefutable. The ESSENCE Collection lends itself to settings from the nostalgic to 
contemporary which is always warmed with a touch of copper.

ESSENCE COLLECTION

28092-BCP

Essence Copper Dome Pendant

Finish: BCP Glass: -- Included: 10 feet of cord Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

28092-BCP 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 16.5”(H); 136”(oah); 12”(dia)
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28093-SCP

Essence Pendant

Finish: SCP Glass: --
Included: A-19 LED Lamp, SSL 
Board, 10 feet of cord.

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

28093-SCP 1lt x 75 W E-26 A-19 Incandescent 2700k 1100lm 11.5”(H); 130”(oah); 6.25”(dia)

28093LEDDLP-SCP 1lt x 10 W E-26 LED 3000k 800lm 11.5”(H); 130”(oah); 6.25”(dia) T24
COMPLIANT
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28091-SCP
(inside silver finish)

28091-BCP

28090-SCP

Essence Pendant
Finish: SCP  
            BCP(28091 only)

Glass: ACR Included: 10 feet of cord Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

28090-SCP 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 10”(H); 130”(oah); 8”(dia)

28091-__ 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 12”(H); 132”(oah); 11.75”(dia)
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55545-ANCK/CLR

55545-DBRZ/AMB

55545-DBRZ/SMK

T24
COMPLIANT

Flux Pendant

Finish: BRZ ANCK CH 
DBRZ

Glass: CLR AMB 
SMK

Included: A-19 LED Lamp, 6, 16, 
and 22-inch down rods; 10 feet of 
cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

55545-__/__ 1lt x 60 W E-26 ST18 Incandescent 2700k 200lm 10.25”(H); 56.25”(oah); 7.5”(dia)

55545LEDDLP-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm 10.25”(H); 56.25”(oah); 7.5”(dia)
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SIMPLICITE
Light source exposed, the simple mid-size pendant continues to hold its popularity. 
SIMPLICITE brings a range of well-priced mid-sized glass pendants in a variety of different shapes. 
The models range from clear glass, mirrored, smoked and bubbled clear. SIMPLICITE is a stand-alone 
or lends itself well to a pendant cluster.
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50938-BL/CLR

50937-BL/CLR

Simplicite Pendants

Finish: BL Glass: CLR 
Included: ST-19 Vintage LED Lamp, 
10 feet of black cord

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

50937-BL/CLR 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 10”(H); 131”(oah); 9”(dia)

50937LEDDLP-BL/CLR 1lt x 5 W E-26 80 CRI LED 2200k 380lm 10”(H); 131”(oah); 9”(dia)

50938-BL/CLR 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 11.5”(H); 132”(oah); 11”(dia)

50938LEDDLP-BL/CLR 1lt x 5 W E-26 80 CRI LED 2200k 380lm 11.5”(H); 132”(oah); 11”(dia)
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50935-BCH/MIR

50936-BCH/MIR

Simplicite Pendants

Finish: BCH Glass: MIR
Included: ST-19 Vintage LED Lamp, 
10 feet of cord

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

50935-BCH/MIR 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 11”(H); 132”(oah); 7”(dia)

50935LEDDLP-BCH/MIR 1lt x 5 W E-26 80 CRI LED 2200k 380lm 11”(H); 132”(oah); 7”(dia)

50936-BCH/MIR 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 12.2”(H); 133”(oah); 9.5”(dia)

50936LEDDLP-BCH/MIR 1lt x 5 W E-26 80 CRI LED 2200k 380lm 12.2”(H); 133”(oah); 9.5”(dia)
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63992-BCH/SMK

63991-BCH/SMK

Simplicite Pendants

Finish: BCH Glass: SMK Included: 10 feet of cord Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

63991-BCH/SMK 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 10.13”(H); 132”(oah); 9.1”(dia)

63992-BCH/SMK 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 13.25”(H); 134”(oah); 11.75”(dia)
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63990-BCH/CLR

63990-BCH/SMK

Simplicite Pendants

Finish: BCH Glass: CLR SMK Included: 10 feet of cord Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

63990-BCH/__ 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 10.88”(H); 131”(oah); 11.75”(dia)
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Sprinkle a touch of pastel colored PIXIE DUST, 
capture it in mid-flight and there you have the 
delightful effect of the mirrored glass speckled 
with a touch of color to create a magical effect.

PIXIE DUST
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Pixie Pendant

Finish: CH Glass: MUL Included: 10 feet of clear cord Certifications: Dry, Wall/Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

62460-CH/MUL 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm 10”(H); 15-130”(oah); 4.7”(dia)
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52070-BRZ

Iron Pendant

Finish: BS Glass: OPL
Included:  6, 16, and 22-
inch down rods; 10 feet of 
cord; Sloped ceiling adapter

Certifications: Damp, 
Ceiling

Dimensions: 12”(H); 58”(oah); 6.1”(dia)

Model Wattage Base Type Kelvin NomLumen

20738-BS/OPL 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

Tomahawk Pendant

Finish: BRZ BS Glass: -- Included: 10 feet of cord
Certifications: Dry, 
Ceiling

Dimensions: 11”(H); 135”(oah); 4.4”(dia)

Model Wattage Base Type Kelvin NomLumen

52070-__ 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm

Pg 100
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Proteus Cable Suspended Pendant

Finish: BS Glass: FRC
Included: A-19 LED Lamp, 
10 feet of cable and cord

Certifications: Dry, 
Ceiling

Dimensions: 9”(H); 125”(oah); 5”(dia)

Model Wattage Base Type Kelvin NomLumen

50514-BS/FRC 1lt x 60 W E-26 A-19 Incandescent 2700k 800lm

50514LEDDLP-BS/FRC 1lt x 10 W E-26 90 CRI LED 3000k 800lm T24
COMPLIANT

Icicle Fused Clear & Opal Glass Pendant

Finish: CH
Glass: 
CLOP

Included: All Lamp,10 feet of 
clear cord

Certifications: Dry, 
Ceiling

Dimensions: 9.5”(H); 130”(oah); 4.25”(dia)

Model Wattage Base Type Kelvin NomLumen

50543-CH/CLOP 1lt x 40 W G9 G9 Halogen 2900k 480lm
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Gyro Pendant

Finish: BS
Glass: 
CLOP

Included: All Lamps,
10 feet of cord

Certifications: Dry, 
Ceiling

Dimensions: 14.75”(H); 120”(oah); 4.4”(dia)

Model Wattage Base Type Kelvin NomLumen

52062-BS/CLOP 1lt x 60 W G9 G9 Halogen 2900k 800lm

Onyx Pendant

Finish: BS Glass: OPL
Included: 10 feet of clear 
cord

Certifications: Dry, 
Ceiling

Dimensions: 4.5”(W) x 8”(H); 130”(oah); 3”(dia)

Model Wattage Base Type Kelvin NomLumen

50501-BS/OPL 1lt x 60 W E-12 B-10 Incandescent 2700k 800lm
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Spartan Pendant

Finish: BS Glass: CLM
Included: All Lamps, 
6 feet of clear cord

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

50526-BS/CLM 3lt x 35 W GU-10 MR-16 Halogen 2900k 960lm 10”(W) x 12”(H); 84”(oah); 3”(dia)
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Spartan Pendant

Finish: BS Glass: CLM
Included: All Lamps,
6 feet of clear cord

Certifications: Dry, 
Ceiling

Dimensions: 4.5”(W) x 12”(H); 84”(oah); 3”(dia)

Model Wattage Base Type Kelvin NomLumen

50525-BS/CLM 1lt x 35 W GU-10 MR-16 Halogen 2900k 320lm
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SSL LEDD
LAMP AND SOCKET

A-19 LEDD
LAMP

“IT’S IN THE BOX”  SIMPLIFIED PENDANT PURCHASING
Instantly gratify your customer with Access Lighting's Pendant Program called, “IT’S IN THE BOX.” 
Focus all of your attention on your customer and leave the details to us. Simply assist your 
customer in selecting the glass shape and color, hardware finish and light source. 
Now rest assured that the LED bulb or dedicated SSL Boards they selected will be packaged 
with the shade and hardware – IT’S IN THE BOX!

“IT’S IN THE BOX”
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D 5”

 H
 9

”

28012-1C-BS/ICA

WHST

OPL RED BRST

MYA ICA

28012 Inari Silk Champagne Glass Pendants

An array of designs presented in variety of colors and textures, the Inari collection accents 
and elevates any room for any occasion.

Model Lamping Suspension Finish Glass

28012
1 Incandescent
3 LEDD Lamp
4 SSL LEDD

C Cord
R Rod

BS
ORB

MYA, BRST, RED, ICA, 
 WHST, OPL

Example for selecting model choice with lamping, suspension, finish and glass color

Model Lamp Type Suspension Finish Glass Finish Completed SKU

28012 1 C BS ICA 28012-1C-BS/ICA

Lamping Specifications
Included:  A-19 LED Lamp, SSL Boards, 6, 16, and 22-inch down 
rods; 10 feet of cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen

28012-1_-__/__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

28012-3_-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm

28012-4_-__/__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

T24
COMPLIANT
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28004-1C-BS/AMB

28004 Inari Silk Martini Glass Pendants

Charming cone shaped glass provides a subtle twist on everyday lighting in a variety of 
finishes for any setting.

Model Lamping Suspension Finish Glass

28004
1 Incandescent
3 LEDD Lamp
4 SSL LEDD

C Cord
R Rod

BS
ORB

AMB, COB, RED, WHT

Example for selecting model choice with lamping, suspension, finish and glass color

Model Lamp Type Suspension Finish Glass Finish Completed SKU

28004 3 C BS AMB 28004-3C-BS/AMB

Lamping Specifications
Included:  A-19 LED Lamp, SSL Boards, 6, 16, and 22-inch down rods; 
10 feet of cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen

28004-1_-__/__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

28004-3_-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm

28004-4_-__/__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

T24
COMPLIANT

COB
RED

WHT

D 7” 

H 
6”
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D 3.5”

 H
 8

”

28011-1C-BS/RUSKY

28011 Inari Silk Merlot Glass Pendants

Elongated dome shape offers a refined diffusion of downward light. Gently illuminated by 
LED, incandescent lighting.

Model Lamping Suspension Finish Glass

28011
1 Incandescent
3 LEDD Lamp
4 SSL LEDD

C Cord
R Rod

BS
ORB

RUSKY

Example for selecting model choice with lamping, suspension, finish and glass color

Model Lamp Type Suspension Finish Glass Finish Completed SKU

28011 1 C BS RUSKY 28011-1C-BS/RUSKY

Lamping Specifications
Included:  A-19 LED Lamp, SSL Boards, 6, 16, and 22-inch down 
rods; 10 feet of cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen

28011-1_-__/__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

28011-3_-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm

28011-4_-__/__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

T24
COMPLIANT
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WHTFB RUSKYAMBFB

D 6”

 H
 9

”

28023-1C-BS/WHTFB

Lamping Specifications
Included:  A-19 LED Lamp, SSL Boards, 6, 16, and 22-inch down rods; 
10 feet of cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen

28023-1_-__/__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

28023-3_-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm

28023-4_-__/__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

28023 Brandy FireBird Glass Pendants

Eye-catching beauty and elegant design fills an atmosphere with a brilliant hue and 
embraces ingenuity with its eclectic variety.

Model Lamping Suspension Finish Glass

28023
1 Incandescent
3 LEDD Lamp
4 SSL LEDD

C Cord
R Rod

BS
ORB

AMBFB, RUSKY, WHTFB

Example for selecting model choice with lamping, suspension, finish and glass color

Model Lamp Type Suspension Finish Glass Finish Completed SKU

28023 4 R BS RUSKY 28023-4R-BS/RUSKY

T24
COMPLIANT
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28078-1C-BS/PLC
28078-1C-BS/PLS

D 4.75”
 H

 7
.2

5”

28078 Chianti Glass Pendants

Elongated dome shape offers a refined diffusion of downward light. Gently illuminated in 
LED or incandescent lighting.

Model Lamping Suspension Finish Glass

28078
1 Incandescent
3 LEDD Lamp
4 SSL LEDD

C Cord
R Rod

BS
ORB

PLS, PLC

Example for selecting model choice with lamping, suspension, finish and glass color

Model Lamp Type Suspension Finish Glass Finish Completed SKU

28078 1 C BS PLS 28078-1C-BS/PLS

Lamping Specifications
Included:  A-19 LED Lamp, SSL Boards, 6, 16, and 22-inch down rods; 
10 feet of cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen

28078-1_-__/__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

28078-3_-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm

28078-4_-__/__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

T24
COMPLIANT
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D 5.5”
 H

 6
.5

”

28022 Cone Glass Pendants

Elegant lime-green light brings a colorful and vibrant accent to any traditional or modern 
setting

Model Lamping Suspension Finish Glass

28022
1 Incandescent
3 LEDD Lamp
4 SSL LEDD

C Cord
R Rod

BS
ORB

LGR

Example for selecting model choice with lamping, suspension, finish and glass color

Model Lamp Type Suspension Finish Glass Finish Completed SKU

28022 1 C BS LGR 28022-1C-BS/LGR

Lamping Specifications
Included:  A-19 LED Lamp, SSL Boards, 6, 16, and 22-inch down 
rods; 10 feet of cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen

28022-1_-__/__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

28022-3_-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm

28022-4_-__/__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

T24
COMPLIANT

28022-1C-BS/LGR
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AMB RED OPL

28030-1C-BS/OPL

D 4”

 H
 1

0”

28030 Cylinder Glass Pendants

Cylindrical design creates a spectacular exhibition of descending light. Complimented by 
an assortment of colors.

Model Lamping Suspension Finish Glass

28030
1 Incandescent
3 LEDD Lamp
4 SSL LEDD

C Cord
R Rod

BS
ORB

AMB, OPL, RED

Example for selecting model choice with lamping, suspension, finish and glass color

Model Lamp Type Suspension Finish Glass Finish Completed SKU

28030 4 C BS AMB 28030-4C-BS/AMB

Lamping Specifications
Included:  A-19 LED Lamp, SSL Boards, 6, 16, and 22-inch down rods; 
10 feet of cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen

28030-1_-__/__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

28030-3_-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm

28030-4_-__/__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

T24
COMPLIANT
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28033-1C-BS/CLOP

D 4.5”

 H
 1

0”

CLRDCLRUSKY

CLAM CLOP

28033 Glass`n Glass Cylinder Pendants

Fresh bold design that enthralls with vivid colors enhanced by a transparent protective 
outer glass shield.

Model Lamping Suspension Finish Glass

28033
1 Incandescent
3 LEDD Lamp
4 SSL LEDD

C Cord
R Rod

BS
ORB

CLAM, CLRD, CLOP, 
CLRUSKY

Example for selecting model choice with lamping, suspension, finish and glass color

Model Lamp Type Suspension Finish Glass Finish Completed SKU

28033 1 C BS CLOP 28033-1C-BS/CLOP

Lamping Specifications
Included:  A-19 LED Lamp, SSL Boards, 6, 16, and 22-inch down 
rods; 10 feet of cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen

28033-1_-__/__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

28033-3_-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm

28033-4_-__/__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

T24
COMPLIANT
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D 4.5”

 H
 6

”

28069-1C-ORB/AMB 28069-1C-BS/OPL

28069 Sherry Glass Pendants

This graceful design displays a charming dome shaped glass and adds contrast and depth 
to any room.

Model Lamping Suspension Finish Glass

28069
1 Incandescent
3 LEDD Lamp
4 SSL LEDD

C Cord
R Rod

BS
ORB

AMB, OPL

Example for selecting model choice with lamping, suspension, finish and glass color

Model Lamp Type Suspension Finish Glass Finish Completed SKU

28069 1 C BS OPL 28069-1C-BS/OPL

Lamping Specifications
Included:  A-19 LED Lamp, SSL Boards, 6, 16, and 22-inch down 
rods; 10 feet of cord; Sloped ceiling adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen

28069-1_-__/__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

28069-3_-__/__ 1lt x 10 W E-26 90 CRI LED 3000k 800lm

28069-4_-__/__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

T24
COMPLIANT
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• A selection of Incandescent corded and rod suspensions. 
• Multi light bars and circular canopies.
• Compatible mouth blown glass shades in a variety of finishes.

MIDI PENDANT COMPONENT SYSTEM

23087FC-BS

23087FC-BRZ

23089FC-BRZ

23089FC-BS

Janine Rod Pendant

Finish: BS ORB Glass: --
Included: SSL Boards, 6, 16, 
and 22-inch down rods; 10 feet 
of cord; Sloped ceiling adapter

Certifications: Dry, 
Ceiling

Dimensions: 48”(oah); 5.25”(dia)

Model Wattage Base Type Kelvin NomLumen

23087FC-__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

23087LEDD3FC-__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

23087LEDD4FC-__ 1lt x 12 W SSL 90 CRI LED 4000k 880lm

Sydney Cord Pendant

Finish: BS ORB Glass: --
Included: SSL Boards, 10ft 
of cord

Certifications: Dry, 
Ceiling

Dimensions: 144”(oah); 5.25”(dia)

Model Wattage Base Type Kelvin NomLumen

23089FC-__ 1lt x 100 W E-26 A-19 Incandescent 2700k 1600lm

23089LEDD3FC-__ 1lt x 12 W SSL 90 CRI LED 3000k 880lm

23089LEDD4FC-__ 1lt x 12 W SSL 90 CRI LED 4000k 880lm

joekrauslighting 301-537-5808         joe@joekrauslighting.com www.joekrauslighting.com



231

52023FC-BS

52023FC-BRZ

Trinity 3 Light Bar Pendant

Finish: BS ORB Glass: --
Included: A-19 LED Lamp, 10 feet 
of clear cord; Fully adjustable float-
ing canopy

Certifications: Damp, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

52023FC-__ 3lt x 60 W E-26 A-19 Incandescent 2700k 2400lm 24”(L) x 2”(W) x 1”(H); 120”(oah)

52023LEDDFCLP-__ 3lt x 10 W E-26 90 CRI LED 3000k 2400lm 24”(L) x 2”(W) x 1”(H); 120”(oah) T24
COMPLIANT
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AMB COB RED WHT

2 3 1 0 4
Inari Silk Martini Midi
Pendant Glass Shade

Finish AMB COB RED WHT      

Dimensions 6”(H); 7”(dia)

D 7” 

H 
6”

 

2 3 1 1 1
Merlot Midi 
Pendant Glass Shade

Finish RUSKY        

Dimensions D 3.5” H 8” 

D 3.5” 

 H
 8

”

RUSKY
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2 3 1 1 2
Inari Silk Champagne Midi Pendant 
Glass Shade

Finish  BRST ICA MYA OPL RED WHST 

Dimensions 9”(H); 5”(dia)

D 5” 

 H
 9

”

OPL BRST

ICA

MYA

RED

WHST
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2 3 1 2 3
Brandy FireBird Midi 
Pendant Glass Shade

Finish AMBFB  RUSKY  WHTFB    

Dimensions D 6” H 9” 

2 3 1 3 2 Pendant Glass Shade

Finish CLR 

Dimensions D 4.5” H 9.5” 

D 6” 

 H
 9

”

AMBFB

23132-CLR

WHTFB
RUSKY

D 4.5” 

 H
 9

.5
”
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AMB OPL RED

CLAM CLOP CLRUSKY

D 4” 

H 
10

”

2 3 1 3 0
Cylinder Midi 
Pendant Glass Shade

Finish AMB OPL RED RUSKY       

Dimensions D 4” H  10”

D 4.5” 

 H
 1

0”

2 3 1 3 3
Glass in Glass Midi 
Cylinder Pendant Shade

Finish CLAM CLOP CLRD   CLRUSKY    

Dimensions D 4.5” H 10” 

RUSKY

CLRD
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AMB OPL

LGR

2 3 1 2 2
Inari Silk Flute Midi Pendant 
Glass Shade

Finish LGR         

Dimensions D 5.5” H 6.5” 

D 5.5”

H 
6.

5”
  

D 4.5” 

H 
6”

9 6 9 S T
Sherry Midi 
Pendant Glass Shade

Finish AMB OPL        

Dimensions D 4.5” H  6”

D 4.7” 

H 
7”

 

9 7 8 S T
Chianti Midi 
Pendant Glass Shade

Finish PLS PLC        

Dimensions D 4.7” H 7”

PLS PLC
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MINI PENDANTS
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52001LEDLP-BS

52001LEDLP-BRZ52001LEDLP-SCP

52001UJLEDLP-BS52001UJLEDLP-0-BS

Odyssey Steel Bullet Pendant

Finish: BRZ BS SCP Glass: --

Included: All Lamps,10 feet of coated 
co-axial cable. 0 = provided with no 
Uni-Jack canopy. UJ = Indicates Uni-
Jack adapter

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

52001LEDLP-__ 1lt x 5.5 W GU-5.3 80 CRI LED 3000k 346lm 2”(W) x 9.25”(H); 120”(oah); 2”(dia)

52001UJLEDLP-__ 1lt x 5.5 W GU-5.3 80 CRI LED 3000k 346lm 2”(W) x 9.25”(H); 120”(oah); 2”(dia)

52001UJLEDLP-0-__ 1lt x 5.5 W GU-5.3 80 CRI LED 3000k 346lm 2”(W) x 9.25”(H); 120”(oah); 2”(dia)
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52052UJ-BS
52052UJ-BRZ

52052UJ-BRZ52052UJ-0-BRZ

Apollo Steel Cone Pendant

Finish: BRZ BS Glass: --
Included: MR-16 Lamp,10 feet 
of co-axial cable. 0 = provided 
without Uni-Jack canopy.

Certifications: Dry, Ceiling

Model Wattage Base Type Kelvin NomLumen Dimensions

52052UJ-__ 1lt x 50 W GU-5.3 MR-16 Halogen 2900k 514lm 18”(H); 120”(oah); 3”(dia)

52052UJ-0-__ 1lt x 50 W GU-5.3 MR-16 Halogen 2900k 514lm 18”(H); 120”(oah); 3”(dia)

52052UJLEDLP-__ 1lt x 5 W GU-5.3 80 CRI LED 3000k 346lm 18”(H); 120”(oah); 3”(dia)
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87122UJ-BRZ

87122UJ-BS

• A selection of Low Voltage pendant assembles.
• Multiple lamping options LED, Low voltage Halogen. 
• All Low Voltage Halogen incorporate the Uni-Jack fitter for use in all UJ canopies.
• Compatible Mini pendant glass shades. 

Uni-Jack Five Port Round and Three Port Bar

Finish: BRZ BS Glass: --
Included: 50w Low voltage 
Halogen Lamps only

Certifications: Damp, Wall/Ceiling

Model Wattage Specifications Dimensions

87121UJ-__ 5lt x 50 W Compatible Pendants see Pg 239 -241, Transformer incorporated within 
the canopy.  Minimum Wattage: 50W

1.5”(H); 18”(dia)

87122UJ-__ 3lt x 50 W 36”(L) x 2.25”(W) x 1.5”(H)

87121UJ-BRZ

MINI PENDANT COMPONENT SYSTEM
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