Vail bimmable Wall Vanity Fixture
Finish: BS Glass: OPL

Model Wattage

31007LEDD-BS/0OPL 1Mtx13W

joekrauslighting

31007LEDD-BS/OPL

Included: SSL Boards,
Fully adjustable floating canopy

Base Type Kelvin
SSL 90 CRI LED 3000k 1520Im
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Dimensions
22.5”(W) x 3.5”(H); 3.5”(ext)

Certifications: Damp, Wall

NomLumen
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Vail wall vanity Fixture

31000LEDD-BS/OPL

31001LEDD-BS/OPL

Finish: BS

Glass: OPL

Included: SSL Boards,
Fully adjustable floating canopy

Certifications: Damp, Wall E ((TD

Model
31000-BS/0PL
31000LEDD-BS/OPL
31001-BS/0PL
31001LEDD-BS/OPL

Wattage
1t x 24 W
11t x 26 W
1t x 39 W
1t x40 W

T-5 HO Fluorescent

90 CRI LED

T-5 HO Fluorescent

90 CRI LED

Kelvin

NomLumen Dimensions

1750Im 25.5”(L) x 4.25”(H); 3.25”(ext)
3040Im 25.5"(L) x 4.25”(H); 3.25”(ext)
3100Im 37.57(L) x 4.25”(H); 3.25”(ext)
4560Im 37.57(L) x 4.25”(H); 3.25” (ext)

31003LEDD-BS/OPL

Vail wall vanity Fixture

Finish: (31002 BS)
(31003 BS CH)

Model
31002-BS/0PL
31002LEDD-BS/OPL
31003-__/OPL
31003LEDD-__/OPL

Glass: OPL

Wattage Base
1ltx 24 W Bi-Pin
1t x 26 W SSL
1tx39W Bi-Pin
1t x 40 W SSL

Included:
Fully adjustable floating canopy

SSL Boards, All Lamps.

Type
T-5 HO Fluorescent
90 CRI LED
T-5 HO Fluorescent
90 CRI LED

301-537-5808

31002LEDD-BS/OPL

Kelvin
3000k
3000k
3000k
3000k

Certifications: Damp, Wall

NomLumen
1750Im
3040Im
3100Im
4560Im

sy €.

Dimensions
30.25"(W) x 4.25”(H); 3.25”(ext)

30.25”(W) x 4.25”(H); 3.25” (ext) 124
42”(W) x 4.25”(H); 3.25”(ext)

427 (W) x 4.25”(H): 3.25”(ext) 1271
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