
Laser Cut Backlit Steel Panels, Laser Cut MDF Wood Freestanding Panels and 36" Pendants 
Westgate Hotel – NY. NY.

15.5' diameter "Capiz Shell Chandelier

Pearl Dadeland Apartments – Dade, FL

Creating a 72” Custom Pendant

Laser Cut Panels - Indianapolis

72” Custom Pendant

The Hotel Maren - Ft Lauderdale, FL Office Lobby – Las Vegas
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NOTES:

2

LITETOP TO DETERMINE WIRING, ASSEMBLY, AND

SHIPPING  METHOD.

LITETOP RESERVES THE RIGHTS TO MAKE MINOR

CHANGES TO THIS DRAWING AS REQUIRED

BY PRODUCTION CONSTRAINTS.
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3

EXTEND STEEL TUBE DEEPER INTO WALL TO ENSURE

STABILITY OF POST. INSIDE HORIZONTAL SUPPORT

BY OTHERS.

4

T-BRACKET TO BE FABRICATED AS ONE PIECE USING

WELDING METHOD.
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DOWN TO

REPLACE BULB
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BUSHING
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30" TABLE
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5
ALL EXPOSED METAL TO BE POWDER COATED BLACK

6" SQ. CAST

ZINC CANOPY
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